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(57) Abstract: The invention relates to an air conditioning system for a motor vehicle comprising a coolant circuit (1) that contains 
IT) an electrically driven compressor (2), a condenser (4), an expansion valve (10) and a latent cold accumulator (12). Heat is removed 
^? from the latent cold accumulator (12) by means of the cooling circuit (1); this is referred to as the charging of the latent cold accu- 
mulator (12). The system is also equipped with means for cooling air, which are configured in such a way that heat is removed from 
said air and supplied to the latent cold accumulator (12). Thus the cost-effective, efficient air conditioning system can be used, in 
particular, when the vehicle is stationary. 
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(57) Zusammenfassung: Eine Klimaanlage fiir ein Kraftfahrzeug hat einen Kaltemittel-Kreislauf (1), der einen elektrisch angetrie- 
benen Kompressor (2), einen Kondensator (4), ein Expansionsventil (10) und einen Latentkaltespeicher (12) umfasst. Dem Latent- 
kUltespeicher (12) wird mittels des Kaltemittel-Kreislaufs (1) Warme entzogen. Dies wird als Laden des Lalentkaltespeichers (12) 
bezeichnet. Ferner sind Mittel zum Ktihlen von Luft vorgesehen, die so ausgebildet sind, dass der Luft Warme entzogen wird, die 
dem Latentkaltespeicher (12) zugefuhrt wird. Die Klimaanlage kann so insbesondere als Standklimaanlage besonders kompakt und 
leistungsfahig ausgebildet sein. 



